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Styrene modified Linseed stand oil (Aluminum Alkyd)

CA-EAGLE (S-LW65-4/60)

Our resin with aluminium paste has The property of long lasting
shining, gloss and drying time. Most of other types give a dark color
i.e. grey not silver.

3 SPECIFICATION:

A high solid, synthetic resin-based leafing aluminium paint with
medium viscosity and high brilliance having excellent covering
capability and a brilliant finish. Has high reflectivity of the sunrays.
Therefore helps to keep houses and new buildings cooler.

3 DELIVERY FORM:60 or 70%
3 TYPE OF SOLVENT: White spirit
3 PERFORMANCE: Excellent brushability.

3 SUGGESTED USES:

Suitable for all metal surfaces and ideal where brightness and cooling
is required.

Aluminium pastes, leafing, for solvent based systems Leafing grades
are used for applications requiring maximum metallic brilliance and
reflection.

Aluminium paint is used as a finishing coat on interior and exterior
steel work exposed to moderate corrosive environment where light
reflection and moderate heat resistance is required. It has good
water resistance, scratch hardness.

3 GUIDE FORMULA:

Use cobalt alone and adjust its amount |
according to the resin solid and the drying | ,/ 1
time u need ,anti set and anti skin. ;/j, ; /

ADJUST VISCOSITY BY XYLENE

3 NOTICE :
Starting formulation available on request
also a complete technical data sheet.
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POLYURETHANE MODIFIED OILS AND ALKYD RESIN

Polyurethane has become one of the most commonly used in the
manufacturing of many wood finishes.

Polyurethane provides the toughest finish available with excellent
corrosion, chemical and scratch resistance.

It provides a glossy durable film also gives a decorative finish to the
surface applied awhile protecting it.

3 FIELD OF APPLICATION:

Polyurethane varnish can be used both indoors and outdoors for
various applications on wood, e.g. furniture, doors, windows, parquet
and boats.

Polyurethane modified Soya bean or sunflower oil.

UO - EAGLE (SW63-30/60)

Polyurethane modified long oil alkyd resin based on Soya bean oil

UA - EAGLE (SW63-20/55)

3 PERFORMANCE:

- Light color with very good yellowing resistance
- High viscosity & gloss

- Good adhesion & fast drying

UO - EAGLE (LW62-20/52)

38 PERFORMANCE:

- Polyurethane modified linseed oil

- Light color& fast drying

- Extremely high scratching resistance
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Unsaturated polyester resin for wood substrate

EAGLE provides you by two products of unsaturated polyester
especially for the wood substrate to improve the properties of wood
application:

USP - EAGLE (WF -18/75) 75%

With this product, you will have especially SANDING SELLER not
like the others BUT you will have high repair and easy sanding
characteristic with medium gel time and high viscosity.

ALSO, you will no more suffering with the appearance of the green
color by our anti-greenish resin (USP - EAGLE (WF -18/75).

3 DELIVERY FORM: 75% 3 TYPE OF SOLVENT: styrene

USP-EAGLE (WF - 5/70) 75%

By our resin USP-EAGLE (WF - 5/70) you will get an excellent wood
finishing varnish, with light color, high gloss & hard film.

Also you can use it to produce very high quality sanding seller for
wood substrate with easy workability, rapid gel time and medium
viscosity.

3 DELIVERY FORM: 75%

3 TYPE OF SOLVENT: styrene

NOTICE: Starting formulation available on request also a complete
technical Data sheet.
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UNSATURATED POLYESTER RESIN FOR BODY FILLER

A very special unsaturated polyester resin pre-accelerated with
amine for car putty with fast curing and excellent sandability.
Putties made from our unsaturated polyester resin show excellent
adhesion to steel substrates and excellent sandability and do not
rapidly clog sanding paper.

3 THE GENERAL REQUIREMENT FOR A STANDARD CAR PUTTY
ARE:

- Low cost

- Good adhesion to steel

- Easy workability

- Tack free curing

- Excellent storage stability

As a result of this requirement we are offer for you our product :

USP-EAGLE (BF - 4/64)

Amine accelerated unsaturated polyester resin with medium flexibility
and high reactivity.

USP-EAGLE (BF - 3.7/65)

Amine accelerated unsaturated polyester resin with medium rigidity,
high reactivity and low viscosity.

3 NOTICE:
Starting formulation available on request also a complete technical
data sheet.
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SHORT OIL ALKYD RESIN BASED ON SATURATED FATTY ACID

SNDA-EAGLE (SFAX28-10/60)

A very special product based on synthetic fatty acid compatible with
Isocyanides & nitrocellulose suitable for both decorative and industrial
paints.

With SNDA-EAGLE (SFAX28-10/60), vyou will get products with
excellent surface hardness, excellent spray ability, non-yellowing,
high gloss and with very light color.

3 SPECIFICATION:

» DELIVERY FORM: 60 or 70%
» TYPE OF SOLVENT: Xylene
» OH CONTENT: 3 %

3 Application:

For automotive finishes, home application, industrial stoving enamels,
clear and pigmented acid curing finishes, clear and pigmented
nitrocellulose & clear and pigmented polyurethane lacquer.

» NOTICE:
Starting formulation available on request also a complete technical
Data sheet.
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SHORT ALKYD RESIN COMPATIBLE WITH NITROCELLULOSE

Eagle resin provides you with variety of short alkyd resins compatible
with NC suitable for both decorative and industrial lacquers &
varnishes.

Nitrocellulose lacquers have been the most used finish for interior
wood products and car repair over the last half century. WHY?
This is due to nitrocellulose lacquer’s great appearance, ease of use

and repair, quick dry and low cost.

Short drying alkyd resin
SDA- EAGLE (SX35-18/50) 60%

Short very fast air dry Soya alkyd resin used in NC sanding sealer
to reduce the NC quantity in your formula to obtain more economically
finish product .

SDA-EAGLE (SX41-20/60) 60% / 70%
Based on Soya bean oil, compatible with NC.It gives durable varnish
and sealer for wood application.
3 DELIVERY FORM: 60% 70% 3 TYPE OF SOLVENT: Xylene

Short non drying alkyd resin
SNDA-EAGLE (COCX32-36/60)60% & 70% medium viscosity
SNDA-EAGLE (COCX32-97/60) 60% & 70% high viscosity

Based on special treated coconut fatty acid, high quality NC lacquers
with high yellowing resistance.

SNDA-EAGLE (SFAX28-9/60) 70% medium viscosity
NC lacquers with SNDA-EAGLE (SFAX28-9/60) is the best. Why?
Because SNDA-EAGLE (SFAX28-9/60) is special product based on
synthetic fatty acid. So it gives excellent yellowing resistance, good
adhesion, light color and high gloss.

3 Notice:
starting formulation available on request also a complete technical
data sheet.
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Thixotropic alkyd resin

Eagle had a successful step in producing thixotropic alkyd resin
based on sunflower or Soya bean oil.

GA-EAGLE (THIX - 9/ 50) 50%

With GA-EAGLE (THIX - 9/50) overcome the paint application
problems.
Also you will get:

3 Non -sagging paint for the interior and
exterior.

Excellent brush ability with easy application.
Good leveling.

Due to the high gel strength of GA-EAGLE (THIX - 9/50), a
combination with other alkyd gives you different degree of thixotropy
effect depending on the mixing ratio.

GA-EAGLE (THIX - 9/50) is compatible with the usual pigments.
White spirit is the suitable solvent for thixotropic paint.

NOTES :
3 Data sheet and other recommendation are available on request.
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Unsaturated polyester resin for marble adhesive

A very special unsaturated polyester resin for marble adhesive
manufactory.

USP-EAGLE (S.S - 7/70)

Rigid pre-accelerated unsaturated polyester provides you:
3 High bonding properties.

3 High rigidity.

» High reactivity.

By these properties USP-EAGLE (S5.S - 7/70)
applied for:

3 Binder with high filled knifing filler.
3 Stopper for marble.
3 Adhesive for marble.

NOTES :
3 The resin hardener is: benzoyl peroxide.
3 USP-EAGLE (S.S - 7/70) available at 70+ 2% in styrene.
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Modified long alkyd resin with ALIPHATIC isocyanates

Eagle offers long alkyd resin based on sunflower fatty acid modified
with aliphatic isocyanates.

UA-EAGLE (SFW 60-27/60) 60%

By the aliphatic isocyanates modification and the total composition
of sunflower fatty acid alkyd resin you get:

3 Light color with excellent yellowing
resistance.

Fast Drying.
Good outdoor durability.
3 High abrasion resistance.

Depends on these properties UA-EAGLE (SFW 60-27/60) is
suitable for:

Yacht varnish.
White and light shaded decorative enamel.

3 Outdoor varnish with good durability & excellent yellowing
resistance (garden furniture).

DELIVERY FORMS:
it's available at 60x19% in W. Spirit.
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